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CHAINLINK FENCE

KNUCKLE FINISH ON TOP AND BOTTOM OF FABRIC

1" MAX. GAP

16'-0" CENTERED BEHIND HOME PLATE

8
'-
0
"

FINISH GRADE, MATCH EXISTING.

PER ATTACHEMENT A FOR BASIS OF DESIGN.

BACKSTOP NETTING SYSTEM AND SUPPORT POLES,

BACKSTOP CONSTRUCTION.

WELD TO POSTS FOR TIMBER MOUNTING. PER EXISTING

1/4" GAVANIZED STEEL PLATES AND HARDWARE,

3
'-
6
" 
+
/-

8. ALL POSTS TO HAVE ANCHORS ATTCHED AT 45 DEG. UNDERGROUND.

7. ALL POSTS SHALL BE DRIVEN TO A MINIMUM DEPTH OF 6 FT.

6. FENCE FABRIC SHALL BE 9 GAGE ALUMINUM COATED CHAIN LINE.

5. FABRIC TIES SHALL BE #9 GUAGE WIRE, 12" O.C. MAX.

4. STRETCHER BARS SHALL BE 1/4" X 3/4" WITH 1"X1/8 STRECTHER BANDS, 10" O.C. MAX.

3. FENCE RAILS SHALL BE 1-5/8" O.D. SCHEDULE 40 PIPE.

2. FENCE POSTS SHALL BE 2-1/2" O.D. SCHEDULE 40 PIPE, 10'-0" NOMINAL SPACING.

1. ALL FENCE HARDWARE SHALL BE GALVANIZED FINISH.

NOTES:

FENCE POSTS, SPACING PER SHEET 1.6

BEHIND HOME PLATE.

 2 X 12 TREATED TIMBERS, 16' SPAN, CENTERED 

WOOD REINFORCEMENT OF CHAINLINK FENCE,

NOT SHOWN FULL LENGTH OF FENCE ON DETAIL FOR CLARITY.

4" DIA.  SLIT, FLEXIBLE PLASTIC TUBING ON TOP RAIL.
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EXISTING CHAINLINK FENCE.

SALVAGED FENCE LATCH WITH LOCK.

PER ATTACHMENT A FOR BASIS OF DESIGN.

BACKSTOP NETTING SYSTEM AND SUPPORT POLES, 

FOR CLARITY.

NOT SHOWN FULL LENGTH OF FENCE ON DETAIL 

4" DIA.  SLIT, FLEXIBLE PLASTIC TUBING ON TOP RAIL.

SIDE.

MATCH POLE COLOR. GATE TO SWING TOWARD TO NON- FIELD

APPLY ZINC BASED PRIMER AND COLOR COAT TO 

SUPPORT POLES. FIELD WELD GATE HING MOUNTING TABS, 

SALVAGED EXISTING GATE, REINSTALLED ON NEW NETTING 

CHAINLINK FENCE, PER SHEET 1.4

ADJUST EXISTING POLE LOCATION AS NEEDED FOR GATE SWING.

BASED PRIMER AND COLOR COAT TO MATCH POLE COLOR. 

ABOVE.  SEE ATTACHMENT A FOR NETTING OFFSET. APPLY ZINC 

POLE FACE TO INFIELD SIDE SO FENCE ALIGNS WITH NETTING 

MOUNTING TABS SHALL OFFSET CHAINLINK FENCE FROM 

FIELD WELD FENCE MOUNTING TABS TO SUPPORT POLE. 

FOR BASIS OF DESIGN.

CONCRETE FOOTING, PER ATTACHMENT A 
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SEE SHEETS 1.4 AND 1.5 FOR CHAINLINK FENCE DETAILS.

POST LOCATIONS FOR CHAINLINK FENCE (TYP.)

SEE ATTACHMENT A AND SHEETS 1.5 FOR DETAILS.

SUPPORT POLES FOR BACKSTOP NETTING SYSTEM AND CHAINLINK FENCE (TYP.)

SEE ATTACHMENT A.

POLE FOOTINGS FOR BACKSTOP NETTING SYSTEM(TYP.)

SEE SHEETS 1.4 AND 1.5 FOR CHAINLINK FENCE DETAILS.
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