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GENERAL NOTES LEGEND
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LEGAL DESCRIPTION AS FURNISHED

LEGAL DESCRIPTION AS PROVIDED BY THE CLIENT
PARCEL A:

PART OF OUTLOT FIFTY-SEVEN (57), BURKE ASSESSOR'S PLAT NO. 1 IN THE CITY OF MADISON,
DANE COUNTY, WISCONSIN, MORE FULLY DESCRIBED AS FOLLOWS:

BEGINNING 153.7 FEET NORTH AND 371.6 FEET EAST OF THE SOUTH QUARTER-CORNER OF SECTION 32,
TOWNSHIP 8 NORTH, RANGE 10 EAST; THENCE NORTH 5° 13' WEST, 135.6 FEET TO AN IRON STAKE;
THENCE EAST 68.5 FEET TO AN IRON STAKE ON THE EAST LINE OF OUTLOT 57; THENCE SOUTH 7° 45'
EAST,136.6 FEET TO AN IRON STAKE; THENCE WEST 75.7 FEET TO THE POINT OF BEGINNING.

TAX ROLL PARCEL NUMBER: 251/0810-324-3014-2
ADDRESS PER TAX ROLL: 3226 COMMERCIAL AVE

LEGAL DESCRIPTION AS SURVEYED

PART OF LOT 57 BURKE ASSESSOR'S PLAT NO. 1 RECORDED FEBRUARY 25, 1937, IN VOLUME 9, PAGES
15-21, BOOK OF PLATS OF DANE COUNTY, AS DOCUMENT NO. 593673, BEING A PART OF THE
SOUTHWEST QUARTER OF THE SOUTHEAST QUARTER OF SECTION 32, TOWN 8 NORTH, RANGE 10 EAST,
LOCATED IN CITY OF MADISON, DANE COUNTY, WISCONSIN, MORE PARTICULARLY DESCRIBED AS
FOLLOWS:

COMMENCING AT THE SOUTHEAST CORNER OF LOT 3 CERTIFIED SURVEY MAP NO. 1060 RECORDED IN
VOLUME 4 OF CERTIFIED SURVEY MAPS OF DANE COUNTY, PAGE 346, AS DOCUMENT NO 1354709,
LOCATED ON THE NORTHERLY RIGHT-OF-WAY OF COMMERCIAL AVENUE / STATE TRUNK HIGHWAY 30
ALSO BEING THE POINT OF BEGINNING;

THENCE ALONG THE EAST LINE OF SAID LOT 3 CSM NO. 1060 NORTH 04 DEGREES 20 MINUTES 42
SECONDS WEST, 135.76 FEET TO THE SOUTH LINE OF LOT 1 OF SAID CSM NO. 1060; THENCE ALONG
SAID SOUTH LINE OF LOT 1 SOUTH 89 DEGREES 13 MINUTES 05 SECONDS EAST, 68.23 FEET TO THE
EAST LINE OF AFORESAID OUTLOT 57 BURKE ASSESSOR'S PLAT NO.1; THENCE ALONG SAID EAST LINE
OF OUTLOT 57 SOUTH 07 DEGREES 16 MINUTES 51 SECONDS EAST, 136.73 FEET TO THE AFORESAID
NORTHERLY RIGHT-OF-WAY LINE OF COMMERCIAL AVENUE; THENCE ALONG SAID NORTHERLY
RIGHT-OF-WAY LINE NORTH 89 DEGREES 05 MINUTES 35 SECONDS WEST 75.28 FEET BACK TO THE
POINT OF BEGINNING.

PARCEL A CONTAINS 9,707 SQUARE FEET OR 0.22 ACRES

SURVEYORS CERTIFICATE
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ASSESSOR'S PLAT NO.1 LOCATED IN

PART OF OUTLOT 57 BURKE

CITY OF MADISON, DANE COUNTY, W]

Sheet Title:

SW 1/4 OF SE 1/4, SEC. 32, T8N, R10E,

BOUNDARY, TOPOGRAPHIC AND UTILITY SURVEY

[, JULIUS W. SMITH, WISCONSIN PROFESSIONAL LAND SURVEYOR S-3091, DO HEREBY CERTIFY THAT THIS
SURVEY AND MAP IS CORRECT TO THE BEST OF MY KNOWLEDGE AND BELIEF WITH THE INFORMATION
PROVIDED, BY THE ORDER OF THOSE LISTED HERON, AND THAT THIS SURVEY COMPLIES WITH AE 7 OF
THE WISCONSIN ADMINISTRATIVE CODE.

JULIUS W. SMITH, S-3091 DATE
WISCONSIN PROFESSIONAL LAND SURVEYOR
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3226 Commercial Ave.“The Shady Lady”
Recycling and reuse plan

Project scope:
3226 Commecial Ave. is a 9,720 square foot lot which currently consists of a blighted single

family dwelling, an asphalt parking lot and a small grassy green space. In the 1980’s this dwelling

was known as The Shady Lady Bath House. In 1989 a prostitution sting put the Shady Lady out of

business and this property has been on a downhill path ever since. The building is currently stripped

of furnishings and appliances and is partially boarded up due to the numerous break-ins and squatting

that has been occuring for years. According to MG & E there have been no services to the house since the 1990s.
The entryway and rear of the property have become a storage area for the belongings of the homeless.

As a result of its past life, the upstairs area consists of a reception room, three bedrooms and two bathrooms.
The lower level has two bedrooms and 1 bathroom along with a small utility area.




| toured the house with Mark from Deconstruction Inc.. Deconstruction Inc. is an architectural salvage

firm located on Walsh Rd. In Madison. After a review of the contents of the house, Mark will salvage six lighting
sconces, three overhead globe style lights, the weathered “porch” boards, the hand rails from the stairwells
and a chrome exhaust fan for resale in his store.

On Tuesday August 9th Frank from Habitat for Humanity came by and reviewed the property. He found no
items that he wanted. That said, we still plan on bringing in some things on our own. (see below)

Prior to demolition by Joe Daniels, owner will tend to following items:

Aluminum siding, gutters and downspouts will be pulled from the building and recycled
at Alter Metal Recycling.

Wall Thermostat : Taken to Dane County Clean Sweep and recycled.

Heat vents and cold air return grills will be pulled from the building for
possible reuse in the new building or donation to Habitat for Humanity.

Clean Wood: The attic floorboards will be removed by hand by myself and friends.

These good, clean boards will be reused as a wall feature inside the reception area of the
new building. The weathered porch boards will be taken by Deconstruction Inc. The rest
of the structural wood will be take to Dane County Clean Sweep with the debris.

Lighting: All flourescent tube lighting taken to Dane County Clean Sweep and recycled.

Two sinks, Two paper towel dispensers and a mirror will be removed for possible reuse
in the new building or donation to Habitat for Humanity.

Interior doors will be removed for possible reuse in new building or donation to
Habitat for Humanity. (Doors have been removed from jams and staged in front room)

There is no airconditioning unit.

FORMAL DEMOLITION:

Formal demolition will be done by Joe Daniels. Joe Daniels will demo the house, remove the asphalt and
excavate the lot for construction. All materials will be recycled through their usual channels.

Asphalt will be recycled at: DRS Paving LTD
Concrete will be recycled at: Homburg
Building debris to be sorted and recycled/disposed of at: Dane County Landfill

Furnace and hot water heater to be recycled with building debris at Dane County Landfill
Construction and Demolition Recycling.

Sorted weights will be reported by Joe Daniels to me and | will fill out the Madisonpride
“Construction and Demolition Recycling Report” to be submitted along with receipts and other documentation
provided by Madison Clean Sweep, Habitat for Humanity, Deconstruction Inc and Alter Metal Recycling.
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3226 Commercial Ave.
e cenibomeaa Notification letter

_"district15"<district1 5@ cityofmadison.com>, "CarpenterRidgeway”

49 " «<CarpenterRidgeway @ gmail .com>

Reply to @ christopher langkamp <chris®@ sooperdooper.nets
Subject @ 3226 Commercial Ave

Date : Thu, 14 Jul 2016 12:36:21 -0500

Hello,
My name is Chris Langkamp. 1 am writing you today to
introduce myself. | am purchasing the lot at 3226 Commercial Ave
with the intent of demaolishing the small single family on the site and
constructing a building to house my letterpress print shop. It will be a
new steel building with modern sprinkler fire suppression and nice landscaping.
My goal is to be the nicest looking place on the frontage road. If you have
any questions for me, please drop me a line or you can call me here at the shop at
60B-256-8009.

Thank you for your time,
Chris

Chris Langkamp

Sooper Dooper
1709 5. Park St.
Suite W

Madison, WI 53713

tele 608-256-8009

fax 608-256-7601
toll free 800-818-8009

od 1l A6, 1250 A



3226 Commercial Ave.“The Shady Lady”
Legal Description

Part of Outlot Fifty-Seven (57), Burke Assessor's Plat No. 1 in the City of Madison,

Dane County, Wisconsin, more fully described as follows:

Beginning 153.7 feet North and 371.6 feet East of the South quarter-corner of Section 32,
Township 8 North, Range 10 East; thence North 5° 13' West, 135.6 feet to an iron stake;
thence East 68.5 feet to an iron stake on the East line of Outlot 57; thence South 7° 45' East,
136.6 feet to an iron stake; thence West 75.7 feet to the point of beginning.

TAX ROLL PARCEL NUMBER: 251/0810-324-3014-2
ADDRESS PER TAX ROLL: 3226 COMMERCIAL AVE
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BUILDING FOOTPRINT
18" CURB AND GUTTER NOHTH
[ | ASPHALT PAVEMENT

[ < 2| CONCRETE PAVEMENT

STORMWATER TREATMENT FACILITY

GENERAL NOTES

1. UNDERLYING SITE CONTOURS AND INFORMATION BASED ON TOPOGRAPHIC & UTILITY DATA AS WAS
SHOT IN THE FIELD ON AUGUST 4TH, 2016. WYSER ENGINEERING SHALL NOT BE HELD RESPONSIBLE
FOR ANY ERRORS OR OMISSIONS THAT MAY ARISE AS A RESULT OF ERRONEOUS OR INCOMPLETE
INFORMATION PROVIDED BY OTHERS. CONTRACTOR TO CONFIRM ALL ELEVATIONS, GENERAL DRAINAGE
AND EARTHWORK REQUIREMENTS PRIOR TO CONSTRUCTION.

2. THE BENCHMARK LOCATIONS ARE SHOWN FOR REFERENCE ONLY ON THIS PLAN. DESCRIPTIONS CAN BE
FOUND ON THE EXISTING CONDITIONS SURVEY. THE BENCHMARKS SHALL BE VALIDATED BY
REGISTERED LAND SURVEYOR PRIOR TO CONSTRUCTION. CONTRACTOR ASSUMES RISK ASSOCIATED
WITH BENCHMARK ELEVATIONS UNTIL CONFIRMED.

3. CONTRACTOR TO OBTAIN APPROPRIATE PERMITS FOR STREET OPENINGS & TO WORK WITHIN THE CITY'S
LAND IF REQUIRED.

4. WYSER ENGINEERING SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY THE
OWNER OR CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT IN
DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

5. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL BE
BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION SO THAT CLARIFICATION OR
REDESIGN MAY OCCUR.

6. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS AND PUBLIC EASEMENTS
SHALL BE IN ACCORDANCE WITH CITY OF MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION.
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1709 PARK STREET

MADISON, WI 53713

SOOPER DOOPER BUILDING

CITY OF MADISON, DANE COUNTY, Wi
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’ -+ —— . . ——— STORMWATER TREATMENT FACILITY

\ \ ********* DRAINAGE GRADE BREAK

DRAINAGE ARROW

\ 1.0%
\ GENERAL NOTES

1. UNDERLYING SITE CONTOURS AND INFORMATION BASED ON TOPOGRAPHIC & UTILITY DATA AS
WAS SHOT IN THE FIELD ON JANUARY 20TH, 2016. WYSER ENGINEERING SHALL NOT BE HELD
RESPONSIBLE FOR ANY ERRORS OR OMISSIONS THAT MAY ARISE AS A RESULT OF ERRONEOUS OR
INCOMPLETE INFORMATION PROVIDED BY OTHERS. CONTRACTOR TO CONFIRM ALL ELEVATIONS,
% GENERAL DRAINAGE AND EARTHWORK REQUIREMENTS PRIOR TO CONSTRUCTION.

ROOF DOWNSPOUTS TO BE 2. THE BENCHMARK LOCATIONS ARE SHOWN FOR REFERENCE ONLY ON THIS PLAN. DESCRIPTIONS
DIRECTED ONTO ADJACENT CAN BE FOUND ON THE EXISTING CONDITIONS SURVEY. THE BENCHMARKS SHALL BE VALIDATED
Y PERVIOUS SURFACES, TYP. \ BY REGISTERED LAND SURVEYOR PRIOR TO CONSTRUCTION. CONTRACTOR ASSUMES RISK
ASSOCIATED WITH BENCHMARK ELEVATIONS UNTIL CONFIRMED.

DIGITAI. MEDIA

\ 3. CONTRACTOR TO OBTAIN APPROPRIATE PERMITS FOR STREET OPENINGS & TO WORK WITHIN THE
CITY'S LAND IF REQUIRED.

4. WYSER ENGINEERING SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY
THE OWNER OR CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT
IN DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

5. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL
BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION SO THAT
CLARIFICATION OR REDESIGN MAY OCCUR.

\ \ 6. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS AND PUBLIC
EASEMENTS SHALL BE IN ACCORDANCE WITH CITY OF MADISON STANDARD SPECIFICATIONS FOR

\ PRO POSED BU | I_Dl NG \ PUBLIC WORKS CONSTRUCTION.

FFE = 868.50 UTILITY NOTES

1. DIMENSIONS TAKE PRECEDENCE OVER SCALE. CONTRACTOR TO VERIFY ALL DIMENSIONS IN
FIELD.

39
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2. LENGTHS OF ALL UTILITIES ARE TO CENTER OF STRUCTURES OR FITTINGS AND MAY VARY
SLIGHTLY FROM PLAN. LENGTHS SHALL BE VERIFIED IN THE FIELD DURING CONSTRUCTION.

1709 PARK STREET

MADISON, WI 53713

3. CONTRACTOR SHALL VERIFY ALL ELEVATIONS, LOCATIONS, AND SIZES OF SANITARY, WATER
\ \ AND STORM LATERALS AND CHECK ALL UTILITY CROSSINGS FOR CONFLICTS.

4. THE PROPOSED IMPROVEMENTS MUST BE CONSTRUCTED IN ACCORDANCE WITH ENGINEERING
\ PLANS DESIGNED TO MEET ORDINANCES AND REQUIREMENTS OF THE MUNICIPALITY AND
WISDOT, WISDSPS, AND WDNR.

—

PRIOR TO CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR:

e  EXAMINING ALL SITES CONDITIONS RELATIVE TO THE CONDITIONS INDICATED ON THE
ENGINEERING DRAWINGS. ANY DISCREPANCIES ARE TO BE REPORTED TO THE ENGINEER
AND RESOLVED PRIOR TO THE START OF CONSTRUCTION.

OBTAINING ALL PERMITS INCLUDING PERMIT COSTS, TAP FEES, METER DEPOSITS, BONDS,
AND ALL OTHER FEES REQUIRED FOR PROPOSED WORK TO OBTAIN OCCUPANCY.
VERIFYING UTILITY ELEVATIONS AND NOTIFYING ENGINEER OF ANY DISCREPANCY. NO

WORK SHALL BE PERFORMED UNTIL THE DISCREPANCY IS RESOLVED.
\ e NOTIFYING ALL UTILITIES PRIOR TO THE INSTALLATION OF ANY UNDERGROUND
IMPROVEMENTS.
' e NOTIFYING THE DESIGN ENGINEER AND MUNICIPALITY 48 HOURS PRIOR TO THE START OF
\ CONSTRUCTION TO ARRANGE FOR APPROPRIATE CONSTRUCTION OBSERVATION. A
MEETING IS REQUIRED TO BE SCHEDULED WITH CITY OF MADISON INSPECTION A
. MINIMUM OF 48 HOURS PRIOR TO ANY PUBLIC IMPROVEMENT.
\ 9. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE ENGINEER WITH AS-BUILT

A
<

CONDITIONS OF THE DESIGNATED IMPROVEMENTS IN ORDER THAT THE APPROPRIATE
DRAWINGS CAN BE PREPARED, IF REQUIRED. ANY CHANGES TO THE DRAWINGS OR ADDITIONAL
ITEMS MUST BE REPORTED TO THE ENGINEER AS WORK PROGRESSES.

10.  ANY SANITARY SEWER, SANITARY SEWER SERVICES, WATER MAIN, WATER SERVICES, STORM
SEWER, OR OTHER UTILITIES, WHICH ARE DAMAGED BY THE CONTRACTORS, SHALL BE
\ \ REPAIRED TO THE OWNER'S SATISFACTION AT THE CONTRACTOR'S EXPENSE. NO BLASTING IS
ALLOWED WITHIN 30 FEET OF EXISTING UTILITIES.

GAS AND ELECTRIC SERVICES \ ? \ \ 11.  ALL PRIVATE INTERCEPTOR WATER MAIN AND WATER SERVICES SHALL BE INSTALLED WITH A 6'
SHOWN FOR GRAPHIC PURPOSES f— 1 MINIMUM BURY. PROVIDE INSULATION ABOVE PIPES WITH LESS THAN 5' OF GROUND COVER.
ONLY. CONTRACTOR TO SANITARY-BUILDING, |,

COORDINATE-LOCATION WITH WATER BUILDING  cONNEQTION LOCATION 4 \ 12.  GRANULAR BACKFILL MATERIALS ARE REQUIRED IN ALL UTILITY TRENCHES UNDER SIDEWALKS
APPROPRIATE UTILITY COMPANY. CONNECTION I.E. =854.75 4 N

LOCATION. COORBIATE R AND PROPOSED PAVED AREAS (UNLESS OTHERWISE SPECIFIED BY A GEOTECHNICAL

COORDINATE WITH  |NTERIOR PLUMBING : ENGINEER). ALL UTILITY TRENCH BACKFILL SHALL BE COMPACTED PER SPECIFICATIONS. ALL

INTERIOR PLUMBING p| ANS 4 4 PAVEMENT PATCHING SHALL COMPLY WITH THE CITY OF MADISON STANDARD

PLANS. : \ SPECIFICATIONS. ADDITIONAL PAVEMENT MILLING AND OVERLAY MAY BE REQUIRED BY
PERMIT.

2.08%4
S

A < 13. ALL NON-METALLIC BUILDING SEWER AND WATER SERVICES MUST BE ACCOMPANIED BY
\ MEANS OF LOCATING UNDERGROUND PIPE. TRACER WIRE VALVE BOXES SHALL BE INSTALLED

(jf)> a A g ON ALL LATERALS AND AS INDICATED ON THESE PLANS.
a R
pad

\

C

L
|

14, ALL, EXTERIOR CLEANOUTS SHALL BE PROVIDED WITH A FROST SLEEVE IN ACCORDANCE WITH
SPS 382.34(5)(a)b AND SPS 384.30(2)(c).

CITY OF MADISON, DANE COUNTY, Wi

Sheet Title:

SOOPER DOOPER BUILDING

WAT
UTILITY PLAN

8
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15, ALL PRIVATE SANITARY BUILDING SEWER PIPE AND TUBING SHALL CONFORM TO SPS 384.30-3.

Revisions:
No.

16.  ALL PRIVATE STORM BUILDING PIPE AND TUBING SHALL CONFORM TO SPS 384.30-6.

UCTILE IRON PIPE
o

Date: Description:

Civil Design.dwg

File: W:\2016\ 160345_Sooper Dooper — 3226 Commercial Ave\dwg\ 160345

17. ALL PRIVATE PIPE AND TUBING FOR WATER SERVICE SHALL CONFORM TO SPS 384.30-7.

WAT

18.  ALL PRIVATE PIPE SHALL BE INSTALLED PER SPS 384.40-8 INCLUDING AT LEAST 8' OF
HORIZONTAL DISTANCE BETWEEN WATER PIPING AND SANITARY SEWER FROM CENTER OF PIPE
TO CENTER OF PIPE AND 6" OF SEPARATION BETWEEN STORM SEWER AND WATER PIPING.

)
>
9¢]

WARNING: ULO REQUIRED.
COMMUNICATION AND GAS LINES =
LOCATED IN THIS AREA. %E

6" VALVE

37 LF OF 6"

19.  THE CONTRACTOR SHALL ALLOW 10 WORKING DAYS FOR THE CONSTRUCTION OF GAS MAINS
WHEN SCHEDULING THE WORK AND SHALL NOT RESTRICT ACCESS TO THE GAS MAIN
CONTRACTOR OR OTHER UTILITY COMPANIES.

20. CONTRACTOR SHALL VERIFY AND COORDINATE ALL UTILITY CONNECTIONS WITH THE
BUILDING PRIOR TO CONSTRUCTION.

21.  THE CONTRACTOR SHALL CONDUCT HIS OPERATIONS SO AS TO BE IN CONFORMANCE WITH
THE CITY EROSION CONTROL AND STORMWATER ORDINANCE, AND DNR ADMINISTRATIVE RULE
NR 216 AT ALL TIMES.

CUT NEW 6" DI SERVICE INTO EXISTING 6"/

WATER MAIN. CONTRACTOR TO VERIFY
LOCATION AND SIZE PRIOR TO CONSTRUCTION.
CONTACT THE ENGINEER FOR REDESIGN IF
THERE IS ANY DISCREPANCY. PATCH
COMMERCIAL AVENUE (2014 PAVEMENT RATING
5). ALL WORK SHALL BE IN ACCORDANCE WITH
THE CITY OF MADISON STANDARD
SPECIFICATIONS FOR PUBLIC WORKS
REQUIREMENTS. A MEETING IS REQUIRED WITH
CITY INSPECTION A MINIMUM OF 48 HOURS
PRIOR TO CONSTRUCTION.

CONNECT INTO EXISTING 4" SANITARY

SEWER BUILDING SERVICE. APPROXIMATE
.E. = 854.5+. CONTRACTOR TO VERIFY
ELEVATION AND SIZE PRIOR TO
CONSTRUCTION. CONTACT THE ENGINEER .
FOR REDESIGN IF THERE IS ANY Craphic | i e—
DISCREPANCY. Scale 0’ 5 10’ 15’
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18" CURB AND GUTTER
| | ASPHALT PAVEMENT

| 7 =] CONCRETE PAVEMENT NOHTH

970 PROPOSED MAJOR CONTOUR
968 PROPOSED MINOR CONTOUR
e 26875EP  SpoT GRADE

fffffffff DRAINAGE GRADE BREAK
DRAINAGE ARROW

GENERAL NOTES

1.  UNDERLYING SITE CONTOURS AND INFORMATION BASED ON TOPOGRAPHIC & UTILITY DATA AS
WAS SHOT IN THE FIELD ON JANUARY 20TH, 2016. WYSER ENGINEERING SHALL NOT BE HELD
RESPONSIBLE FOR ANY ERRORS OR OMISSIONS THAT MAY ARISE AS A RESULT OF ERRONEOUS OR
INCOMPLETE INFORMATION PROVIDED BY OTHERS. CONTRACTOR TO CONFIRM ALL ELEVATIONS,
GENERAL DRAINAGE AND EARTHWORK REQUIREMENTS PRIOR TO CONSTRUCTION.

2. THE BENCHMARK LOCATIONS ARE SHOWN FOR REFERENCE ONLY ON THIS PLAN. DESCRIPTIONS
CAN BE FOUND ON THE EXISTING CONDITIONS SURVEY. THE BENCHMARKS SHALL BE VALIDATED
BY REGISTERED LAND SURVEYOR PRIOR TO CONSTRUCTION. CONTRACTOR ASSUMES RISK
ASSOCIATED WITH BENCHMARK ELEVATIONS UNTIL CONFIRMED.

3. CONTRACTOR TO OBTAIN APPROPRIATE PERMITS FOR STREET OPENINGS & TO WORK WITHIN THE
CITY'S LAND IF REQUIRED.

4. WYSER ENGINEERING SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY
THE OWNER OR CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT
IN DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

5. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL
BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION SO THAT
CLARIFICATION OR REDESIGN MAY OCCUR.

6. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS AND PUBLIC

EASEMENTS SHALL BE IN ACCORDANCE WITH CITY OF MADISON STANDARD SPECIFICATIONS FOR
PUBLIC WORKS CONSTRUCTION.

GRADING, SEEDING & RESTORATION NOTES

1. ALL GRADES SHOWN ARE FINAL FINISHED SURFACE GRADES.
2. AREAS TO BE SEEDED SHALL HAVE A MINIMUM 6 INCHES TOPSOIL UNLESS OTHERWISE NOTED.

3. RESTORATION SHALL OCCUR AS SOON AS PRACTICABLE AFTER THE DISTURBANCE, WITHIN 7 DAYS
OF TOPSOILING.

4. AREAS NOT RESTORED WITH EROSION MATTING OR OTHER STABILIZATION MEASURES SHALL BE
STABILIZED WITH MULCH.

5. APPLY ANIONIC POLYMER TO DISTURBED AREAS IF EROSION BECOMES PROBLEMATIC.

6. INSTALL EROSION CONTROLS ON THE DOWNSTREAM SIDE OF STOCKPILES AND PROVIDE
TEMPORARY SEEDING ON STOCKPILES WHICH ARE TO REMAIN IN PLACE FOR MORE THAN 7 DAYS.

7. CONTRACTOR SHALL CHISEL-PLOW OR DEEP TILL WITH DOUBLE TINES THE STORMWATER
MANAGEMENT FACILITY JUST PRIOR TO SEEDING AND MULCHING TO PROMOTE INFILTRATION.

8. CONTRACTOR TO DEEP TILL ALL COMPACTED PERVIOUS SURFACES PRIOR TO SEEDING AND
MULCHING.

9. MULCH SHALL BE WEED-FREE STRAW AND SHALL BE INSTALLED AT THE RATE OF 2 TONS PER
ACRE PER SECTION 627 OF "STANDARD SPECIFICATIONS FOR HIGHWAY AND STRUCTURE
CONSTRUCTION" (WISDOT 2014)

10. PERMANENT SEEDING SHALL NOT OCCUR BETWEEN SEPTEMBER 15TH AND APRIL 15TH.
ALTERNATE SEEDING/PLANTING METHODS AND/OR EROSION PROTECTION MAY BE NECESSARY
FOR SEEDING/PLANTING THAT OCCURS DURING THAT TIME. COORDINATE WITH THE OWNER AS
NECESSARY.

11. TEMPORARY STABILIZATION SHALL CONSIST OF ONE OR MORE OF THE FOLLOWING OPTIONS:
a. TEMPORARY SEEDING CONSISTING OF ANNUAL RYE GRASS APPLIED AT A RATE OF 1.5 LBS
PER 1000 SQUARE FEET,
b. WISDOT PAL CLASS | TYPE B URBAN EROSION CONTROL MAT.

12. ALL SLOPES EXCEEDING 4:1 SHALL BE STABILIZED WITHIN 2-WEEKS OF DISTURBANCE WITH
TEMPORARY SEEDING AND CLASS |, TYPE B (URBAN) EROSION MATTING AND ALL DRAINAGE
SWALES SHALL BE STABILIZED WITH CLASS II, TYPE B MATTING.

WYSER

ENGINEERING

DIGGERS » HOTLINE

Toll Free (800) 242-851 -or- 81
Hearing Impaired TDD (800) 542-2289

www.DiggersHotline.com
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3.00' ——"
4
|
|
EMERGENCY EXIT DOOR AND
5'X5' STOOP LOCATION.
STOOP ENCROACHES ONTO

ADJACENT PROPERTY. |
|

PROPOSED BUILDING

3,860 SF

8'X18' VAN ACCESSIBLE STALL
WITH 8'X18' LANDING WITH
WHEEL STOP

AIR CONDITIONING UNIT
SERVING ADJACENT

PROPERTY ENCROACHES
PROPERTY. UNIT TO REMAIN.

PROVIDE ADA COMPLIANT
VAN ACCESSIBLE STALL SIGN
ON BUILDING.

AIR CONDITIONING UNIT IN
THIS AREA. REFER TO
LANDSCAPE PLAN FOR

SCREENING.
ONE 2'X6' BIKE PARKING STALL
a ‘ \
| : al
3.00 . ¢ ENTRY |
& OVERHANG
Lq o /\_’D——A/ -
| 1568
|
N 89° 05' 35" W 11448

20.20'

15.91'

R75.0'

STOP SIGN

i 24.0' -

R5.0'
R26.2'

COMMERCIAL AVENUE

5'X5' STOOP AT EXIT DOOR.

| PROJECT LIMITS. SAWCUT
/EXISTING ASPHALT AT THE
PROPERTY LINE, TYP.

AT GRADE OVERHEAD DOOR FOR

LOADING.

R75.0
\ PROJECT LIMITS. SAWCUT
/ EXISTING ASPHALT AT THE
\ PROPERTY LINE, TYP.

LEGEND (PROPOSED)

— — —— PROPOSED PROPERTY BOUNDARY
——————— EASEMENT
BUILDING FOOTPRINT
18" CURB AND GUTTER
[ | ASPHALT PAVEMENT
[ < 2| CONCRETE PAVEMENT
STORMWATER TREATMENT FACILITY

N
NORTH

GENERAL NOTES

1. UNDERLYING SITE CONTOURS AND INFORMATION BASED ON TOPOGRAPHIC & UTILITY DATA AS WAS
SHOT IN THE FIELD ON AUGUST 4TH, 2016. WYSER ENGINEERING SHALL NOT BE HELD RESPONSIBLE
FOR ANY ERRORS OR OMISSIONS THAT MAY ARISE AS A RESULT OF ERRONEOUS OR INCOMPLETE
INFORMATION PROVIDED BY OTHERS. CONTRACTOR TO CONFIRM ALL ELEVATIONS, GENERAL DRAINAGE
AND EARTHWORK REQUIREMENTS PRIOR TO CONSTRUCTION.

2. THE BENCHMARK LOCATIONS ARE SHOWN FOR REFERENCE ONLY ON THIS PLAN. DESCRIPTIONS CAN BE
FOUND ON THE EXISTING CONDITIONS SURVEY. THE BENCHMARKS SHALL BE VALIDATED BY
REGISTERED LAND SURVEYOR PRIOR TO CONSTRUCTION. CONTRACTOR ASSUMES RISK ASSOCIATED
WITH BENCHMARK ELEVATIONS UNTIL CONFIRMED.

3. CONTRACTOR TO OBTAIN APPROPRIATE PERMITS FOR STREET OPENINGS & TO WORK WITHIN THE CITY'S
LAND IF REQUIRED.

4. WYSER ENGINEERING SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY THE
OWNER OR CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT IN
DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

5. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL BE

BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION SO THAT CLARIFICATION OR
REDESIGN MAY OCCUR.

6. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS AND PUBLIC EASEMENTS
SHALL BE IN ACCORDANCE WITH CITY OF MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION.

SITE INFORMATION BLOCK:

SITE ADDRESS: 3226 COMMERCIAL AVENUE
SITE ACREAGE: 9,717 SF (0.22 AC)

USE OF PROPERTY: COMMERCIAL / PRINTING AND
PUBLISHING

ZONING: TE (TRADITIONAL EMPLOYMENT)

SETBACKS:
FRONT - NONE
SIDE - NONE

REAR - LESSER OF 20% LOT DEPTH (27') OR 20'
MAX LOT COVERAGE: 85%

AUTOMOBILE PARKING: NOT ALLOWED BETWEEN FRONT
FACADE AND STREET

MIN: 1 PER 2 EMPLOYEES

MAX: 1 PER EMPLOYEE
BICYCLE PARKING: 1 PER 5 EMPLOYEES

NUMBER OF EMPLOYEES: 2

TOTAL NUMBER OF PARKING STALLS: 1
NUMBER OF STALLS DESIGNATED ACCESSIBLE: 1

EXISTING IMPERVIOUS AREA: 7,695 SQ. FT.
ROOFTOP: 844 SQ. FT.
PAVED: 6,851 SQ. FT.

NEW IMPERVIOUS SURFACE AREA: 6,940 SQ.FT.
ROOFTOP: 3,860 SQ.FT.
PAVED: 3,080 SQ.FT.
TOTAL DISTURBANCE LIMITS: 9,700 SQ. FT.
PERCENT IMPERVIOUS: 71.4%
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