w
SAWCUT LINE

APPROX. LIMITS
OF DISTURBANCE

REMOVE EXISTING STRUCTURE
INCLUDING BASEMENT AND FOOTINGS

APPROX. LIMITS
OF DISTURBANCE

APPROX. LIMITS
OF DISTURBANCE

SITE PLAN KEYNOTES

EXISTING BUILDING / CANOPIES TO BE REMOVED.
REMOVE STRUCTURE AND BASEMENT, FOOTINGS AND
ASSOCIATED WALKS AND PAVEMENT. DISCONNECT
EXISTING UTILITY SERVICE LINES PER CITY, COUNTY
AND STATE SPECIFICATIONS.

EXISTING GRAVEL, CONCRETE AND BITUMINOUS TO BE
REMOVED.

EXISTING UTILITY SERVICE LINES TO BE REMOVED:
ELECTRIC, GAS, SANITARY, WATER. STUB TO
PROPERTY LINE OR MAIN SERVICE LINE AS SPECIFIED
BY CITY AND UTILITY SERVICE PROVIDER.

EXISTING SIGNS, POLES, BASES, FOUNDATIONS
AND ELECTRICAL TO BE REMOVED IN ITS ENTIRETY.

EXISTING CURB TO BE REMOVED.

[E] EXISTING SITE AMENITIES TO BE REMOVED: BOLLARDS,
LIGHTING, ETC.

EXISTING TREES/STUMPS TO BE REMOVED.
EXISTING LANDSCAPING FENCE TO BE REMOVED.

EXISTING STONE WALL TO BE REMOVED, BOULDERS
WILL BE REUSED IN FUTURE LANDSCAPING AREAS

EXISTING CONCRETE DRIVEWAYS TO BE REMOVED WITH
CURB AND GUTTERS REPLACED AS NECESSARY.

SAWCUT AT NEAREST JOINT OF EXISTING SIDEWALK
AS NECESSARY FOR UTILITY REMOVAL, ABANDONMENT
OR INSTALLATION. ANY DAMAGED SIDEWALK TO BE
REPLACED IN KIND BY CONTRACTOR PER CITY
STANDARDS.

EXISTING TRANSFORMER TO BE RELOCATED AND
REUSED IF POSSIBLE

SAWCUT EXISTING ASPHALT, CURB AND GUTTER FOR
CLEAN MATCH IN WITH EXISTING PAVEMENT. SAWCUT
SHALL BE AT EXISTING JOINT LINES WHENEVER
POSSIBLE. ACTUAL REMOVALS AND SAWCUT LINES MAY BE
ADJUSTED TO MATCH EXISTING FIELD CONDITIONS AS
WARRANTED

CONTRACTOR SHALL PROVIDE TREE PROTECTION FOR
TREES TO REMAIN.

EXISTING FLUME TO BE RETROFITIED TO PROPOSED STORM
SEWER MANHOLE.

NOTES

EXISTING UTILITY SERVICE LINES TO BE ABANDONED IN PLACE OR REMOVED
IF POSSIBLE: ELECTRIC, GAS, SANITARY, WATER. STUB TO PROPERTY LINE OR
MAIN SERVICE LINE AS SPECIFIED BY CITY AND UTILITY SERVICE PROVIDER.

WHENEVER SAWCUTTING, CONTRACTOR SHALL SAWCUT THE ASPHALT OR
CONCRETE AS THE NEAREST JOINTLINE AS NEEDED TO BLEND THE NEW AND
EXISTING ASPHALT PAVEMENT AND CONCRETE AS NEEDED.

ALL FOUNDATIONS SHALL BE REMOVED IN THEIR ENTIRETY INCLUDING ANY
FOR BUILDINGS, STOOPS, LIGHTPOLES, AND ANY OTHER STRUCTURES AS
NOTED.

FOR ALL TREES IN THE TERRACE, THE CONTRACTOR SHALL INSTALL TREE
PROTECTION FENCING IN THE AREA BETWEEN THE CURB AND SIDEWALK AND
EXTEND IT 5 FEET FROM BOTH SIDES OF THE TREE ALONG THE LENGTH OF
THE TERRACE. NO EXCAVATION IS PERMITTED WITHIN 5 FEET OF THE
QUTSIDE EDGE OF TREE TRUNK. IF EXCAVATION WITHIN 5 FEET OF ANY
TREE IS NECESSARY, CONTRACTOR SHALL CONTRACT CITY FORESTRY
(26-4816) PRIOR TO EXCAVATION TO ACCESS THE IMPACT TO THE TREE
AND ROQT SYSTEM. TREE PRUNING SHALL BE COORDINATED WITH CITY
FORESTRY PRIOR TO THE START OF CONSTRUCTION. TREE PROTECTION
SPECIFICATIONS CAN BE FOUND IN SECTION 107.13 OF CITY OF MADISON
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. ANY TREE
REMOVALS THAT ARE REQUIRED FOR CONSTRUCTION AFTER THE
DEVELOPMENT PLAN IS APPROVED WILL REQUIRE AT LEAST A 72 HOUR WAIT
PERIOD BEFORE A TREE REMOVAL PERMIT CAN BE ISSUED BY FORESTRY, TO
NOTIFY THE ALDER OF THE CHANGE IN THE TREE PLAN.

THE RIGHT OF WAY IS THE SOLE JURISDICTION OF THE CITY OF MADISON
AND IS SUBJECT TO CHANGE AT ANY TIME PER THE RECOMMENDATION/PLAN
OF THE TRAFFIC ENGINEERING AND CITY ENGINEERING DEPARTMENTS.

TO OBTAIN LOCATION OF
PARTICIPANTS’ UNDERGROUND
FACILITIES BEFORE YOU

DIG IN WISCONSIN

CALL DIGGERS HOTLINE
1-800-242-851 NORTH

TOLL FREE o 0 20
P

WIS. STATUTE 182.0175 (1974) - -
REQUIRES MIN. OF 3 WORK DAYS SCALE: 17 = 10
NOTICE BEFORE YOU EXCAVATE
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ELOOR PLAN GENERAL NOTES: FLOOR PLAN - SYMBOL KEY KEYED FLOOR PLAN NOTES - LEVEL 1

A SEE WALL SCHEDULE FOR WALL ASSEMBLY INFORMATION. NOTE: SEE SECTIONS AND [rac ¢] DESCRIPTION

ELEVATIONS FOR CHANGES IN MATERIALS/WALL TYPES/ACCENT-ELEMENTS THAT MAY

NOT BE INDICATED AT PLAN CUT. REMOVED WALL

EXISTING WALLTOREMAIN ~ =——= NEW WALL 1 ATM ROUGH OPENING

2 NIGHT DROP ROUGH OPENING
B. SEE

FOR TYPICAL DIMENSIONS OF DOOR OPENING FROM ADJACENT WALL. 7/ L :(\l: jful:
C. PROVIDE BLOCKING AT ALL MILLWORK AND WALL HUNG ELEMENTS IN WALLS. = REMOVED DOOR EXISTING DOOR TO REMAIN NEWDOOR
CONTRACTOR TO COORDINATE W/ OWNER REPRESENTATIVE FOR FINAL LOCATIONS OF
OWNER-FURNISHED EQUIPMENT. SEE DETAIL 6 / A002 . ALL WOOD BLOCKING TO BE
FIRE-RETARDANT TREATED WOOD IN BUILDINGS OF NONCOMBUSTIVLE CONSTRUCTION @
(IBC TYPE 1 & I) AND IN RATED WALLS IN BUILDINGS OF COMBUSTIBLE CONSTRUCTION
(IBC TYPEIIL IV, & V).

WALL TYPE TAG. SEE WALL TYPES SHEET FOR ADDITIONAL INFORMATION

DOOR TAG
D. PROVIDE CORNER GUARDS AS SHOWN GRAPHICALLY. SEE FINISH PLAN FOR COLORS &
TYPES. ALL OUTSIDE CORNERS NOT SHOWN RECEIVING CORNER GUARDS ARE TO BE

VERIFIED WITH ARCHITECT DURING BIDDING NEW MILLWORK. SEE INTERIOR ELEVATIONS AND DETAILS

E. PROVIDE GALVANIZED METAL STUDS AT ALL WET LOCATIONS.
F ALL WORK UNDER THIS CONTRACT SHALL BE PERFORMED IN STRICT COMPLIANCE WITH FE# FIRE EXTINGUISHERS
ALL LOCAL CODES, ORDINANCES AND REGULATIONS OF THE GOVERNMENT

AUTHORITIES HAVING JURISDICTION, FE-1 - RECESSED CABINET

FE-2 - SEMI-RECESSED CABINET
FE-3 - SURFACE MOUNTED CABINET
FE-4 - SURFACE MOUNTED EXTINGUISHER ONLY

G CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED TO PERFORM WORK IN
/ACCORDANCE WITH REQUIREMENTS AND PROCEDURES OF ANY AND ALL AUTHORITIES
HAVING JURISDICTION.

H CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS, DIMENSIONS, AND
COORDINATES. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY

DISCREPANCIES BETWEEN EXISTING CONDITIONS AND THE CONTRACT DOCUMENTS.

1 CONTRACTOR SHALL REVIEW ALL CONTRACT DOCUMENTS AND NOTIFY THE ARCHITECT 23 - 034" 26134 323172
OF ANY CONCERNS PRIOR TO STARTING WORK.
) DO NOT SCALE THE DRAWINGS. IF A CONTRADICTION OCCURS WITHIN THE CONTRACT PRy s ows, a0 4o 3-07/8"
DOCUMENTS OR INFORMATION IS UNCLEAR, THE CONTRACTOR SHALL NOTIFY THE
ARCHITECT FOR CLARIFICATION
K CONTRACTOR & SUBCONTRACTORS SHALL COORDINATE WITH THE WORK OF OTHERS
NOT INCLUDED IN THE CONTRACT AS DIRECTED BY THE OWNER
L ALLINTERIOR PLAN DIMENSIONS ARE TO FACE OF INTERIOR FINISH OF WALL, UN.O. ALL A312
EXTERIOR DIMENSIONS ARE FROM EXTERIOR FINISHED FACE TO EXTERIOR FINISHED A311 A312 A312 A\ A301
FACE, UN.O. S
M. ALLVERTICAL DIMENSIONS TO BE ABOVE FINISH FLOOR (AFF) UN.O. e & &
N THE WORD ALIGN AS USED IN THESE DOCUMENTS SHALL MEAN TO ACCURATELY @ | Y @‘ﬁ g L @
LOCATE FINISH FACES IN THE SAME PLANE. M —— s [ ‘ Iz =t
_ g 1 i
o ALL DOORS USED IN CONJUNCTION WITH EXITS SHALL BE ARRANGED TO READILY OPEN 7N I T !
WITHOUT THE USE OF A KEY OR SPECIAL KNOWLEDGE FROM THE SIDE OF EGRESS. | | — — | —
. —
P, A THERMAL BREAK IN THE CONCRETE FLOOR SLAB IS REQUIRED AT ALL EXTERIOR DOOR | | |
LOCATIONS: SEE DOOR DETAILS FOR MORE INFORMATION | |
|
Q "TYPICAL" (OR TYP) AS USED IN THESE DOCUMENTS SHALL MEAN THAT THE CONDITION | | |
1S THE SAME OR REPRESENTATIVE FOR ALL SIMILAR CONDITIONS UN.O N |
- — —
R ALL PARTITION PENETRATIONS SHALL BE FIELD VERIFIED, BRACED, AND SEALED TO MEET a | i r |
REQUIRED RATINGS. UTLIZE UL-APPROVED METHODS = L | |
- | —
s PROVIDE PROPER PREPARATION TO ALL SURFACES TO RECEIVE NEW FINISHES E— | u @
| r 3
T ALL ROOMS TO RECEIVE ROOM AND NUMBER SIGNAGE ADJACENT TO DOOR, N L 9 ! A313
COORDINATE BLOCKING REQUIREMENTS WITH SIGN VENDOR. L - — |
|
u. WHERE FLOOR DRAINS ARE REQUIRED (SEE PLUMBING) PITCH CONCRETE SLAB TO I !
DRAINS 1/8" PER FOOT, TYP, UNLESS NOTED OTHERWISE | | |
|
v. ALL GYPSUM BOARD INTERIOR SURFACES TO RECEIVE A LEVEL 4 FINISH AND PRIME COAT ! !
FOR FUTURE PAINTING APPLICATION | | |
W. AL PARTITIONS TO BE TYPE PT AND EXTEND TO THE UNDERSIDE OF FLOOR/ROOF DECK | ! | ES
UNLESS NOTED OTHERWISE I _ | @
2 | B}
” |
B |
S ‘
N © |
A312
FUTURE TENANT K3
@ : : 2 :
- 2
K N it | g 8-
ES ]
1T eevaror ’?r ;
¥ & in i
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FLOOR PLAN GENERAL NOTES: FLOOR PLAN - SYMBOL KEY KEYED FLOOR PLAN NOTES - LEVEL 2

A SEE WALL SCHEDULE FOR WALL ASSEMBLY INFORMATION. NOTE: SEE SECTIONS AND [tac+] DESCRIPTION |

ELEVATIONS FOR CHANGES IN MATERIALS/WALL TYPES/ACCENT-ELEMENTS THAT MAY
NOT BE INDICATED AT PLAN CUT REMOVEDWALL ~ ————  EXISTNGWALLTOREMAN ~ ————  NEW WALL
B SEE - FOR TYPICAL DIMENSIONS OF DOOR OPENING FROM ADJACENT WALL ] \E ﬂ
c PROVIDE BLOCKING AT ALL MILLWORK AND WALL HUNG ELEMENTS IN WALLS, 4 kb revoveoor EXISTING DOOR TO REMAIN NEW DOOR
CONTRACTOR TO COORDINATE W/ OWNER REPRESENTATIVE FOR FINAL LOCATIONS OF
OWNER-FURNISHED EQUIPMENT. SEE DETAIL 6 / AOD2 . ALL WOOD BLOCKING TO BE

FIRE-RETARDANT TREATED WOOD IN BUILDINGS OF NONCOMBUSTIVLE CONSTRUCTION @ WALL TYPE TAG. SEE WALL TYPES SHEET FOR ADDITIONAL INFORMATION
(IBC TYPE 1 & IT) AND IN RATED WALLS IN BUILDINGS OF COMBUSTIBLE CONSTRUCTION
(1BC TYPE I, IV, & V).
DOOR TAG
. PROVIDE CORNER GUARDS AS SHOWN GRAPHICALLY. SEE FINISH PLAN FOR COLORS &
TYPES. ALL OUTSIDE CORNERS NOT SHOWN RECEIVING CORNER GUARDS ARE TO BE

VERIFIED WITH ARCHITECT DURING BIDDING
NEW MILLWORK. SEE INTERIOR ELEVATIONS AND DETAILS

E. PROVIDE GALVANIZED METAL STUDS AT ALL WET LOCATIONS.
3 ALL WORK UNDER THIS CONTRACT SHALL BE PERFORMED IN STRICT COMPLIANCE WITH FIRE EXTINGUISHERS
ALL LOCAL CODES, ORDINANCES AND REGULATIONS OF THE GOVERNMENT
AUTHORITIES HAVING JURISDICTION. FE-1 - RECESSED CABINET
FE-2 - SEMI-RECESSED CABINET )
G CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED TO PERFORM WORK IN FE-3 - SURFACE MOUNTED CABINET
AACCORDANCE WITH REQUIREMENTS AND PROCEDURES OF ANY AND ALL AUTHORITIES FE-4 - SURFACE MOUNTED EXTINGUISHER ONLY
HAVING JURISDICTION.
H. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS, DIMENSIONS, AND 2
COORDINATES. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY 81'-10172"
DISCREPANCIES BETWEEN EXISTING CONDITIONS AND THE CONTRACT DOCUMENTS.
L CONTRACTOR SHALL REVIEW ALL CONTRACT DOCUMENTS AND NOTIFY THE ARCHITECT 23'-03/4" 26'-13/4"
OF ANY CONCERNS PRIOR TO STARTING WORK.
J DO NOT SCALE THE DRAWINGS. IF A CONTRADICTION OCCURS WITHIN THE CONTRACT a1 78147 3078 P 2lo 40 40 -0 3oorm | a-aie o734 1
DOCUMENTS OR INFORMATION IS UNCLEAR, THE CONTRACTOR SHALL NOTIFY THE J ,‘ J
ARCHITECT FOR CLARIFICATION,
K. CONTRACTOR & SUBCONTRACTORS SHALL COORDINATE WITH THE WORK OF OTHERS A301
NOT INCLUDED IN THE CONTRACT AS DIRECTED BY THE OWNER.
L ALLINTERIOR PLAN DIMENSIONS ARE TO FACE OF INTERIOR FINISH OF WALL, UN.O. ALL 700 W VIRGINIA AVE
EXTERIOR DIMENSIONS ARE FROM EXTERIOR FINISHED FACE TO EXTERIOR FINISHED A312 A312 SUITE B105
FACE, UN.O. T MILWAUKEE, WISCONSIN 53204
& A312
M. ALLVERTICAL DIMENSIONS TO BE ABOVE FINISH FLOOR (AFF) UN.. : PH. (414) 810-7613
N. THE WORD ALIGN AS USED IN THESE DOCUMENTS SHALL MEAN TO ACCURATELY | | i 1 L 1 L 1 L N @
LOCATE FINISH FACES IN THE SAME PLANE. T T 1 & ‘ = a3 — - 7 — —————— —T = = = - =
0. ALL DOORS USED IN CONJUNCTION WITH EXITS SHALL BE ARRANGED TO READILY OPEN Ve N\ 1 ‘ L I ¥ — L 1 =
WITHOUT THE USE OF A KEY OR SPECIAL KNOWLEDGE FROM THE SIDE OF EGRESS.
|
P. A THERMAL BREAK IN THE CONCRETE FLOOR SLAB IS REQUIRED AT ALL EXTERIOR DOOR — | —
LOCATIONS: SEE DOOR DETAILS FOR MORE INFORMATION
|
Q “TYPICAL" (OR TYP.) AS USED IN THESE DOCUMENTS SHALL MEAN THAT THE CONDITION
1S THE SAME OR REPRESENTATIVE FOR ALL SIMILAR CONDITIONS UN.O |
R. ALL PARTITION PENETRATIONS SHALL BE FIELD VERIFIED, BRACED, AND SEALED TO MEET ’* ***** J ]
REQUIRED RATINGS. UTLIZE UL-APPROVED METHODS
|
s PROVIDE PROPER PREPARATION TO ALL SURFACES TO RECEIVE NEW FINISHES -7 il ®
- == 3 ?
T ALL ROOMS TO RECEIVE ROOM AND NUMBER SIGNAGE ADJACENT TO DOOR, | o g
COORDINATE BLOCKING REQUIREMENTS WITH SIGN VENDOR. 3 A311
S - ® PROJECT
u. WHERE FLOOR DRAINS ARE REQUIRED (SEE PLUMBING) PITCH CONCRETE SLAB TO [
DRAINS 1/8" PER FOOT, TYP, UNLESS NOTED OTHERWISE. |
v. ALL GYPSUM BOARD INTERIOR SURFACES TO RECEIVE A LEVEL 4 FINISH AND PRIME COAT !
FOR FUTURE PAINTING APPLICATION |
W. ALL PARTITIONS TO BE TYPE P1 AND EXTEND TO THE UNDERSIDE OF FLOOR/ROOF DECK | E
UNLESS NOTED OTHERWISE | PIS °
S 1 R S 5 N : NEW BUILDING
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e KEYED EXTERIOR ELEVATIONS ‘
[Tac® DESCRIPTION ]
1 BRICK VENEER; BRAMPTON BRICK - ARCHITECTURAL SERIES COLOR: GRAY - FINISH
VELOUR
| A311) | A313 | - 2 MWP-1: BLUE ACM PANEL - COLOR: MATCH BMO STANDARDS
| | 3 THERMALLY BROKEN ALUMINUM STOREFRONT WINDOW SYSTEM - COLOR/FINISH:
CLEAR ANNODIZED
| | | | ® B A
| | | 5 THERMALLY BROKEN ALUMINUM CURTAIN WALL SYSTEM - COLOR/FINISH: CLEAR
ANNODIZED
@ | UPPER ROOF 6 PRE-FINISHED METAL FLASHING - COLOR: MATCH BMO STANDARDS
_— 78%3% 7 MWP-2: GREY ACM PANEL - COLOR: MATCH BMO STANDARDS
135'-0 8 PRECAST CONCRETE SILL - COLOR: MATCH BMO STANDARDS
| | | 9 SPANDREL GLAZING PANEL - COLOR: MATCH BMO STANDARDS: HARMONY SOLEX
| | | | ‘1 10 ATM ROUGH OPENING
LOWER PARAPET - 1 NIGHT DROP ROUGH OPENING
SRR T 151. o 12 TRANSACTION DRAWER ROUGH OPENING
| I T T | 14 1x6 GATE
‘ . ‘ e - - | 15 6" DIAMETER POST W/ COVER
_ ROOF BEARING
@ \ 8-0 P
‘ LOWER ROOF
BEARING N
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ENEER; BRAMPTON BRICK - ARCHITECTURAL SERIES COLOR: GRAY - FINISH:
LUE ACM PANEL - COLOR: MATCH BMO STANDARDS
LY BROKEN ALUMINUM STOREFRONT WINDOW SYSTEM - COLOR/FINISH:
HED METAL WRAP COLUMN - COLOR: MATCH WINDOW SYSTEM
CONCRETE SILL - COLOR: MATCH BMO STANDARDS
L GLAZING PANEL - COLOR: MATCH BMO STANDARDS: HARMONY SOLEX
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-2: GREY ACM PANEL - COLOR: MATCH BMO STANDARDS

THERMALLY BROKEN ALUMINUM CURTAIN WALL SYSTEM - COLOR/FINISH: CLEAR
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