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CODE COMPLIANCE GENERAL NOTES

A.  REFER TO SHEET A7.0 FOR ACCESSIBLE MOUNTING AND CLEARANCES
INFORMATION.

B.  ALL FIRE EXTINGUISHER CABINETS SHALL BE IN APPROVED
LOCATIONS WITH A MINIMUM TRAVEL DISTANCE TO EXTINGUISHER TO
BE 75 FEET PER I.F.C. - SEE PLANS FOR LOCATIONS.

C.  EXIT ACCESS TRAVEL DISTANCE IS 250' FEET MAXIMUM WITH
SPRINKLERS PER TABLE 1016.1.

D.  COMMON PATH OF EGRESS TRAVEL SHALL NOT EXCEED 75' PER
1014.3 (RESIDENTIAL AND ASSEMBLY WITH FEWER THAN 50 OCCUPANTS).

E.  EVERY ASSEMBLY OCCUPANCY ROOM OR SPACE TO HAVE SIGNAGE
POSTING OCCUPANT LOAD NEAR THE DOOR/EXIT FROM THE ROOM OR
SPACE.

CODE COMPLIANCE SYMBOLS LEGEND

XXX

XXX

INDICATES EXIT AND EXIT CAPACITY

INDICATES 1 HOUR FIRE RATED WALL (SEC 709)

INDICATES ADA ACCESSIBLE ROUTE

INDICATES 2 HOUR FIRE RATED WALL (SEC 709)

INDICATES OCCUPANCY LOAD

EXISTING RATED WALL

INDICATES AREA OF ALTERATIONS

MEN

WOMEN

KITCHEN

F
IT

N
E

S
S

 R
M

BREAK RM

REST.

OFFICE

OFFICE

SUNDRY

LOBBY

STORAGE

VEST.

F
R

A
N

C
E

S
 S

T
R

E
E

T

LANGDON STREET

E
X
IS
T
IN
G
 B
U
IL
D
IN
G

STAIR 3
ELEV. 3

OPEN OFFICE

OFFICE

LOUNGE

S
ID
E
W
A
LK

NEW
ENTRANCE

U
P

KITCHEN

EXPANSION

ELEV. LOBBY

STAIR 2

STAIR 1

FRANCES ST.
ENTRANCE

FDC - CONFIRM
LOCATION WITH MFD

165

1
6
5

330

A-2 ASSEMBLY
OCCUPANCY LOAD: 312

B
E
LO

W
 U
P
P
E
R
 F
LO

O
R
S

IN
F
IL
L 
A
D
D
IT
IO
N

1
6

5

2

2

2

117

101

CAFE BAR
2

2

6

4

3

160

EXISTING FIRE HYDRANT

A
D
D
IT
IO
N

S
T
A
IR
 / 
E
LE

V
A
T
O
R

LEVEL 2 ALTERATION

49

2

20

PATIO

PATIO

330

133

133

GUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM
GUEST ROOMGUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM

GUEST ROOM
GUEST ROOM

STAIR 3

A
D
D
IT
IO
N

S
T
A
IR
 / 
E
LE

V
A
T
O
R

E
X
IS
T
IN
G
 B
U
IL
D
IN
G

R-1 RESIDENTIAL
OCCUPANCY LOAD: 27

EXISTING ACCESSIBLE
GUEST ROOM WITH
ROLL-IN SHOWER

ELEV. 3

STAIR 1

STAIR 2

CORRIDOR

LEVEL 2 ALTERATION

A7.17

6

MECH.

E
L

E
V

. 
L

O
B

B
Y

LAUNDRY REST.

STORAGE STORAGE

STORAGE

P
A
R
K
IN
G
 IN

G
R
E
S
S
/

E
G
R
E
S
S

6
6

6
6

S-2 STORAGE OCCUPANCY
LOAD: 67

ELEV. 3

3
3

0
+

LEVEL 2 ALTERATION

PROJECT #

DATE OF ISSUE:

REVISIONS:

6515 Grand Teton Plaza, Suite 120
Madison, Wisconsin  53719

p608.829.4444         f608.829.4445

dimensionivmadison.com

THE GRADUATE
MADISON − ADDITION
AND ALTERATIONS

601 LANGDON STREET
MADISON, WI 53703

G1.1R

CODE COMPLIANCE
PLANS

14043

01/15/2015

 1/16" = 1'-0"
3

CODE COMPLIANCE PLAN - FIRST FLOOR

 1/16" = 1'-0"
4

CODE COMPLIANCE PLAN - SECOND FLOOR

NORTH
0' 8' 16'4'

 1/16" = 1'-0"
2

CODE COMPLIANCE PLAN - BASEMENT FLOOR



LANGDON STREET

F
R

A
N

C
E

S
 S

T
R

E
E

T

LOADING BERTH
10' X 35' MIN.

TERRACE

CAMPUS INN
EXISTING BUILDING

STAIR/ELEVATOR
ADDITION

F
IR

S
T

 F
LO

O
R

IN
F

IL
L 

A
D

D
IT

IO
N

NEW
SEATING

AREA

B
E

LO
W

 U
P

P
E

R
 F

LO
O

R
S

9'
 -

 4
 3

/8
"

E
X

IS
T

IN
G

 B
U

IL
D

IN
G

72
' -

 5
"

PARKING BELOW

EXISTING
DRIVE

1' - 10 7/8"

18' - 0"

10
' -

 1
"

8'
 -

 0
"

5'
 -

 0
"

23
' -

 9
 7

/1
6"

6'
 -

 1
"

6'
 -

 4
 1

/8
"

3'
 -

 5
 1

/4
"

6' - 8 3/16"

3

6

7

8

9

10

11

12

14

2

1817

16

11

22

20

19

15

2621

28

23

24

4

44

4

23

23

23

5

25

6

6

29

30

27

1

1

1 5

AA

A3.0

AA

A3.0

21

12
' -

 8
 1

/8
"

E
LE

V
A

T
O

R
 A

D
D

IT
IO

N

17
' -

 6
 1

/2
" 

S
T

A
IR

 /

SITE PLAN GENERAL NOTES

A.  ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ALL CITY STANDARDS
AND SPECIFICATIONS.

B.  CONTRACTOR SHALL CALL DIGGERS HOTLINE PRIOR TO ANY
CONSTRUCTION.

C. CONTRACTOR TO FILED VERIFY DIMENSION AND ELEVATIONS PRIOR TO
BEGINNING CONSTRUCTION. ALL MATCHING PAVEMENT AND STORM SEWER
ELEVATIONS SHALL BE VERIFIED IN THE FIELD TO ALLOW FOR PROPER
DRAINAGE.

D.  CONTOUR AND SPOT ELEVATIONS SHOWN ARE FINISH GRADE
ELEVATIONS.

E.  CONTRACTOR SHALL RESTORE ALL PAVEMENT CURB & GUTTER,
SIDEWALK, AND PAVER AREAS ON PROPERTY OR IN RIGHT OF WAY DAMAGED
DURING CONSTRUCTION.

F.  ALL DISTURBED PAVEMENT, CURB AND GUTTER IN THE RIGHT OF WAY
FOR FRANCES STREET AND LANGDON STREET TO BE RESTORED IN
ACCORDANCE WITH THE CITY OF MADISON'S PAVEMENT PATCHING CRITERIA. 1
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FLOOR PLAN KEYNOTES

PROPERTY LINE

ADJACENT BUILDING

REMOVE EXISTING CURB CUT AND PORTION OF DRIVE. INFILL AND
INTEGRATE WITH PAVERS TO MATCH EXISTING TO EDGE OF
EXISTING PAVERS.

EXISTING PLANTER BED

PARKING BASEMENT BELOW

EXISTING RAILING TO REMAIN

CURB AND GUTTER TO MATCH EXISTING, BLEND WITH EXISTING
DRIVEWAY APPROACH

PLANTER BED TO BE CONSTRUCTED WITH SALVAGED STONE CURB.
PLANTINGS TO BE ANNUALS AND PERENNIALS, TYP. - SELECTIONS
VARY

FILL IN REMAINING EXCAVATION WITH CONCRETE TO MATCH
EXISTING SIDEWALK AND TO CREATE NEW EDGE OF DRIVEWAY
APPROACH

4 BIKE PARKING STALLS 2'-0" X 6'-0"
SEE DETAIL

CONCRETE PAVEMENT - TAPER SURFACE TO MATCH EXISTING
GRADES/ SURFACES

REMOVE EXISTING CONCRETE CURB

NOT USED

EXISTING CONCRETE SIDEWALK TO REMAIN

ADA PARKING STALL SIGNAGE

STEEL BOLLARD

REMOVE EXISTING ADA PARKING SIGN

REMOVE EXISTING SIGN AND INSTALL "LOADING ZONE - NO
PARKING" SIGN

EXISTING PARKING TO BE REMOVED

EXISTING PAVEMENT TO REMAIN

CONCRETE WALK, MAX SLOPE 1:20

SAW CUT AND REMOVE EXISTING PAVEMENT. STRUCTURAL
CONCRETE DECK BELOW TO REMAIN

EXISTING BRICK PAVERS TO REMAIN

BRICK PAVERS TO MATCH EXISTING COLORS AND PATTERN

PROVIDE MOVABLE FENCE - TO MATCH EXISTING RAILING

REMOVE EXISTING BOLLARDS AND RAILS

SHADED AREA TO BE REGRADED AS SHOWN ON C1.1.  EXISTING
LANDSCAPE CURB AND PAVERS TO BE SAVED FOR RE-USE.

EXISTING PLANTER TO BE REMOVED - SALVAGE STONE CURB FOR
REUSE

EXISTING RETAINING WALL

EXISTING STREET LIGHT
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SITE PLAN GENERAL NOTES

A.  ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ALL CITY
STANDARDS AND SPECIFICATIONS.

B.  CONTRACTOR SHALL CALL DIGGERS HOTLINE PRIOR TO ANY
CONSTRUCTION.

C. CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS, DIMENSIONS,
AND ELEVATIONS PRIOR TO BEGINNING CONSTRUCTION. ALL MATCHING
PAVEMENT AND STORM SEWER ELEVATIONS SHALL BE VERIFIED IN THE
FIELD TO ALLOW FOR PROPER DRAINAGE.

D.  CONTOUR AND SPOT ELEVATIONS SHOWN ARE FINISH GRADE
ELEVATIONS.

E.  CONTRACTOR SHALL RESTORE ALL PAVEMENT CURB & GUTTER,
SIDEWALK, AND PAVER AREAS ON PROPERTY OR IN RIGHT OF WAY
DAMAGED DURING CONSTRUCTION.

F.  ALL DISTURBED PAVEMENT, CURB AND GUTTER IN THE RIGHT OF WAY
FOR FRANCES STREET AND LANGDON STREET TO BE RESTORED IN
ACCORDANCE WITH THE CITY OF MADISON'S PAVEMENT PATCHING
CRITERIA.

G.  PROTECT EXISTING STRUCTURES, FINISHES, SITE IMPROVEMENTS,
AND ADJACENT BUILDINGS DURING CONSTRUCTION.
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EXISTING RAILING TO REMAIN

CURB AND GUTTER TO MATCH EXISTING, BLEND WITH ADJACENT
CURB AND GUTTER

PLANTER BED TO BE CONSTRUCTED WITH SALVAGED STONE CURB.
PLANTINGS TO BE ANNUALS AND PERENNIALS, TYP. - SELECTIONS
VARY

REPLACE / FILL IN REMAINING EXCAVATION WITH EXISTING PAVERS TO
MATCH EXISTING AND TO CREATE NEW EDGE OF DRIVEWAY
APPROACH

4 BIKE PARKING STALLS 2'-0" X 6'-0"
SEE DETAIL

CONCRETE PAVEMENT INFILL - TAPER SURFACE TO MATCH EXISTING
GRADES/ SURFACES

REMOVE EXISTING CONCRETE CURB

EXISTING TREES TO REMAIN - PROTECT DURING CONSTRUCTION

EXISTING CONCRETE SIDEWALK TO REMAIN

ADA PARKING STALL SIGNAGE - MOUNT ON STEEL BOLLARD
CENTERED ON PARKING STALL

STEEL BOLLARD

REMOVE EXISTING ADA PARKING SIGN

REMOVE EXISTING SIGN AND INSTALL "LOADING ZONE - NO PARKING"
SIGN

EXISTING PARKING STRIPING TO BE REMOVED

EXISTING PAVEMENT TO REMAIN

CONCRETE WALK, MAX SLOPE 1:20

SAW CUT AND REMOVE EXISTING PAVEMENT. STRUCTURAL
CONCRETE DECK BELOW TO REMAIN

EXISTING BRICK PAVERS TO REMAIN

NEW PAVERS BY OWNER

NOT USED

REMOVE EXISTING BOLLARDS AND RAILS

HATCHED AREA TO BE REGRADED AS SHOWN ON C1.1.  EXISTING
LANDSCAPE CURB AND PAVERS TO BE SAVED FOR RE-USE.

EXISTING PLANTER TO BE REMOVED - SALVAGE STONE CURB FOR
REUSE

EXISTING RETAINING WALL

EXISTING STREET LIGHT

EXISTING FIRE HYDRANT

REMOTE CONDENSING UNIT - SEE FOODSERVICE DRAWINGS
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BRICK PAVERS

AREA TO BE REGRADED

FIRST FLOOR INFILL ADDITION

EXISTING BUILDING

CONCRETE

INDICATES ITEMS TO BE REMOVED

STAIR / ELEVATOR ADDITION

11

27
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DEMOLITION GENERAL NOTES

A.  MAINTAIN ALL EXIT DOORS IN UNOBSTRUCTED OPERABLE CONDITION
WITH SAFE PASSAGE WAY FROM THE BUILDING.  COORDINATE WITH THE
LOCAL FIRE MARSHAL.

B.  PROVIDE AND MAINTAIN BARRICADES, GATES, OR OTHER MEANS OF
MAINTAINING PUBLIC SAFETY AT ALL AREAS OF CONSTRUCTION OR
DEMOLITION.

C.  COORDINATE STORAGE LOCATIONS FOR SALVAGED EQUIPMENT WITH
OWNER.

D.  ALL STRUCTURES SHOWN DASHED ON THIS PLAN SHALL BE
COMPLETELY REMOVED FROM THE SITE AND DISPOSED OF BY THE THIS
CONTRACT UNLESS OTHERWISE NOTED.  THIS SHALL INCLUDE ALL
ELECTRICAL, MECHANICAL, OR PLUMBING WITHIN THE REMOVED
STRUCTURE.  TERMINATE MEP AS REQUIRED.  VERIFY EXISTING
CONDITIONS IN FIELD PRIOR TO BIDDING AND COMMENCING WORK.

E.  PREPARATION FOR NEW FINISHES SHALL INCLUDE REMOVAL OF
FINISHES, REMOVAL OF TAPES, GLUES (MASTIC), NAILS, ETC.  PATCHING
OF HOLES AND CRACKS, AND UP TO 1" OF LEVELER COMPOUND IF
REQUIRED TO PROVIDE AN ACCEPTABLE SURFACE FOR NEW FINISH
INSTALLATION.

F.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SHORING, BRACING,
ETC. REQUIRED FOR REMOVAL WORK.  WORK TO BE CERTIFIED BY
STRUCTURAL ENGINEER IF REQUIRED.

G.  WORK WHICH RENDERS THE EXISTING BUILDING NON-WEATHER TIGHT
SHALL BE FITTED TO PROVIDE WEATHER TIGHT STRUCTURE PRIOR TO
NEW WORK BEING INSTALLED WITHIN.

H.  COORDINATE REMOVAL AND PATCHING REQUIRED BY MECHANICAL,
PLUMBING AND ELECTRICAL DEMOLITION AND NEW WORK.

I.  OWNER WILL REMOVE LOOSE FURNISHINGS FROM THE WORK AREAS
PRIOR TO START OF CONSTRUCTION.

J.  DIMENSIONS FOR REMOVAL SHOWN FOR INFORMATION ONLY.
GENERAL CONTRACTOR TO VERIFY EXACT DIMENSIONS AND LOCATIONS
OF REMOVAL AS REQUIRED TO INSTALL NEW WORK.
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GEOTEXTILE FABRIC, TYPE FF

1

GEOTEXTILE
FABRIC, TYPE FF

WOOD 2"X4" EXTENDS 8" BEYOND
GRATE WIDTH ON BOTH SIDES,
LENGTH VARIES. SECURE TO GRATE
WITH WIRE OR PLASTIC TIES

1

2

EROSION CONTROL NOTES

A.  THIS PROJECT SITE IS COMPLETELY COVERED BY AN EXISTING BUILDING
AND PARKING BASEMENT. NO SOIL DISTURBING ACTIVITIES ARE
ANTICIPATED.

B.  THE CONTRACTOR SHALL IMPLEMENT AND MAINTAIN EROSION
CONTROL DEVICES FROM THE START OF CONSTRUCTION ACTIVITIES UNTIL
THE FINAL STABILIZATION OF THE CONSTRUCTION SITE AND COMPLETION
OF EXTERIOR CONSTRUCTION.

C. ALL EROSION CONTROL MEASURE SHALL BE INSTALLED IN ACCORDANCE
WITH THE CITY EROSION CONTROL AND STORMWATER ORDINANCE AND
THE APPROPRIATE WISCONSIN DNR CONSTRUCTION SITE EROSION AND
SEDIMENT CONTROL TECHNICAL STANDARDS. THE CITY RESERVES THE
RIGHT TO REQUIRE ADDITIONAL EROSION CONTROL MEASURES AS
CONDITIONS WARRANT.

D.  CLEANING. RIGHT-OF-WAY SURFACES SHALL BE THOROUGHLY CLEANED
BEFORE THE END OF EACH WORKING DAY.

E.  INSPECTION. THE CONTRACTOR SHALL INSPECT EROSION AND
SEDIMENT CONTROL PRACTICES WEEKLY, AND WITHIN 24 HOURS
FOLLOWING A RAINFALL OF 0.5 INCHES OR GREATER. DOCUMENTATION OF
EACH INSPECTION SHALL INCLUDE THE TIME, DATE AND LOCATION OF
INSPECTION. THE PHASE OF LAND DISTURBANCE, AND THE
CONSTRUCTION SITE PERSON CONDUCTING THE INSPECTION,
ASSESSMENT OF CONTROL PRACTICES, AND DESCRIPTION OF ANY
EROSION OR SEDIMENT CONTROL MEASURE INSTALLATION.

F.  INLET PROTECTION. ALL INLETS SUBJECT TO DRAINAGE SHALL BE
PROTECTED WITH WISCONSIN DOT TYPE B OR C INLET PROTECTION OR
APPROVED EQUAL. ANY DEPOSITS OF DIRT, MUD, ROCK, DEBRIS, OR OTHER
MATERIAL ENTERING THE STORM SEWER SYSTEM SHALL BE PROMPTLY
AND THOROUGHLY CLEANED OUT. INLET PROTECTION DEVICES SHALL BE
MAINTAINED OR REPLACED AT THE DIRECTION OF THE A/E.

G.  TEMPORARY EROSION CONTROL. ALL TEMPORARY EROSION AND
SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS
AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY
MEASURES ARE NO LONGER NEEDED. WHEN REMOVING OR MAINTAINING
INLET PROTECTION, CARE SHALL BE TAKEN SO THAT THE SEDIMENT
TRAPPED IN THE GEOTEXTILE FABRIC DOES NOT FALL INTO THE INLET. ANY
MATERIAL FALLING INTO THE INLET SHALL BE REMOVED IMMEDIATELY.

H.  GENERAL CONTRACTOR TO PROVIDE TRACKING CONTROL AND
SWEEPING AS NEEDED.

SITE LEGEND

EXISTING SPOT ELEVATION

PROPOSED SPOT ELEVATION

DRAINAGE

INLET PROTECTION NOTES

A.  TRIM EXCESS FABRIC IN THE FLOW LINE TO WITHIN 3" OF THE GRATE.

B.  THE CONTRACTOR SHALL DEMONSTRATE A METHOD OF MAINTENANCE,
USING A SEWN FLAT, HAND HOLDS OR OTHER METHOD TO PREVENT
ACCUMULATED SEDIMENT FROM ENTERING THE INLET.

C.  MANUFACTURED ALTERNATIVES APPROVED AND LISTED ON THE
DEPARTMENTS EROSION CONTROL PRODUCT ACCEPTABILITY LIST MAY BE
SUBSTITUTED.

D.  WHEN REMOVING OR MAINTAINING INLET PROTECTION, CARE SHALL BE
TAKEN SO THAT THE SEDIMENT TRAPPED ON THE GEOTEXTILE FABRIC DOES
NOT FALL INTO THE INLET. ANY MATERIAL FALLING INTO THE INLET SHALL BE
REMOVED IMMEDIATELY.

1.  FINISHED SIZE INCLUDING FLAP POCKETS WHERE REQUIRED, SHALL
EXTEND A MINIMUM OF 10" AROUND THE PERIMETER TO FACILITATE
MAINTENANCE OR REMOVAL.

2.  FOR INLET PROTECTION, TYPE C (WITH CURB BOX), AN ADDITIONAL 18" OF
FABRIC IS WRAPPED AROUND THE WOOD AND SECURED WITH STAPLES. THE
WOOD SHALL NOT BLOCK THE ENTIRE HEIGHT OF THE CURB BOX OPENING.
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EROSION CONTROL NOTES

A.  THIS PROJECT SITE IS COMPLETELY COVERED BY AN EXISTING BUILDING
AND PARKING BASEMENT. NO SOIL DISTURBING ACTIVITIES ARE
ANTICIPATED.

B.  THE CONTRACTOR SHALL IMPLEMENT AND MAINTAIN EROSION
CONTROL DEVICES FROM THE START OF CONSTRUCTION ACTIVITIES UNTIL
THE FINAL STABILIZATION OF THE CONSTRUCTION SITE AND COMPLETION
OF EXTERIOR CONSTRUCTION.

C. ALL EROSION CONTROL MEASURE SHALL BE INSTALLED IN ACCORDANCE
WITH THE CITY EROSION CONTROL AND STORMWATER ORDINANCE AND
THE APPROPRIATE WISCONSIN DNR CONSTRUCTION SITE EROSION AND
SEDIMENT CONTROL TECHNICAL STANDARDS. THE CITY RESERVES THE
RIGHT TO REQUIRE ADDITIONAL EROSION CONTROL MEASURES AS
CONDITIONS WARRANT.

D.  CLEANING. RIGHT-OF-WAY SURFACES SHALL BE THOROUGHLY CLEANED
BEFORE THE END OF EACH WORKING DAY.

E.  INSPECTION. THE CONTRACTOR SHALL INSPECT EROSION AND
SEDIMENT CONTROL PRACTICES WEEKLY, AND WITHIN 24 HOURS
FOLLOWING A RAINFALL OF 0.5 INCHES OR GREATER. DOCUMENTATION OF
EACH INSPECTION SHALL INCLUDE THE TIME, DATE AND LOCATION OF
INSPECTION. THE PHASE OF LAND DISTURBANCE, AND THE
CONSTRUCTION SITE PERSON CONDUCTING THE INSPECTION,
ASSESSMENT OF CONTROL PRACTICES, AND DESCRIPTION OF ANY
EROSION OR SEDIMENT CONTROL MEASURE INSTALLATION.

F.  INLET PROTECTION. ALL INLETS SUBJECT TO DRAINAGE SHALL BE
PROTECTED WITH WISCONSIN DOT TYPE B OR C INLET PROTECTION OR
APPROVED EQUAL. ANY DEPOSITS OF DIRT, MUD, ROCK, DEBRIS, OR OTHER
MATERIAL ENTERING THE STORM SEWER SYSTEM SHALL BE PROMPTLY
AND THOROUGHLY CLEANED OUT. INLET PROTECTION DEVICES SHALL BE
MAINTAINED OR REPLACED AT THE DIRECTION OF THE A/E.

G.  TEMPORARY EROSION CONTROL. ALL TEMPORARY EROSION AND
SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS
AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY
MEASURES ARE NO LONGER NEEDED. WHEN REMOVING OR MAINTAINING
INLET PROTECTION, CARE SHALL BE TAKEN SO THAT THE SEDIMENT
TRAPPED IN THE GEOTEXTILE FABRIC DOES NOT FALL INTO THE INLET. ANY
MATERIAL FALLING INTO THE INLET SHALL BE REMOVED IMMEDIATELY.

H.  GENERAL CONTRACTOR TO PROVIDE TRACKING CONTROL AND
SWEEPING AS NEEDED.

SITE LEGEND

EXISTING SPOT ELEVATION

PROPOSED SPOT ELEVATION

DRAINAGE

INLET PROTECTION NOTES

A.  TRIM EXCESS FABRIC IN THE FLOW LINE TO WITHIN 3"
OF THE GRATE.

B.  THE CONTRACTOR SHALL DEMONSTRATE A METHOD
OF MAINTENANCE, USING A SEWN FLAT, HAND HOLDS OR
OTHER METHOD TO PREVENT ACCUMULATED SEDIMENT
FROM ENTERING THE INLET.

C.  MANUFACTURED ALTERNATIVES APPROVED AND
LISTED ON THE DEPARTMENTS EROSION CONTROL
PRODUCT ACCEPTABILITY LIST MAY BE SUBSTITUTED.

D.  WHEN REMOVING OR MAINTAINING INLET
PROTECTION, CARE SHALL BE TAKEN SO THAT THE
SEDIMENT TRAPPED ON THE GEOTEXTILE FABRIC DOES
NOT FALL INTO THE INLET. ANY MATERIAL FALLING INTO
THE INLET SHALL BE REMOVED IMMEDIATELY.

           FINISHED SIZE INCLUDING FLAP POCKETS WHERE
           REQUIRED, SHALL EXTEND A MINIMUM OF 10"
           AROUND THE PERIMETER TO FACILITATE
           MAINTENANCE OR REMOVAL.

           FOR INLET PROTECTION, TYPE C (WITH CURB BOX),
           AN ADDITIONAL 18" OF FABRIC IS WRAPPED
           AROUND THE WOOD AND SECURED WITH STAPLES.
           THE WOOD SHALL NOT BLOCK THE ENTIRE HEIGHT
           OF THE CURB BOX OPENING.

          GEOTEXTILE FABRIC, TYPE FF.

          WOOD 2"X4" EXTENDS 8" BEYOND GRATE WIDTH ON
          BOTH SIDES, LENGTH VARIES. SECURE TO GRATE
          WITH WIRE OR PLASTIC TIES.

1

2

3

4

6"

TYP.

9"

6" DIA. BOLLARD

1/2"x12"x12" PLATE WITH (4) 3/4" DIA.
THREADED 304 STAINLESS STEEL ROD
ANCHORS SET WITH HILTI HY 200

MINIMUM EMBED INTO
EXISTING CONCRETE SLAB

EXISTING CONCRETE SLAB

CONCRETE, PER PLAN
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DN

6 "

6 "

FLOOR PLAN GENERAL NOTES

A. FIELD VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS PRIOR TO
STARTING WORK.

B.  PROVIDE VERTICAL CONTROL JOINTS (CJ'S) WHERE STRUCTURAL SYSTEMS
CHANGE, LOCATIONS THAT ARE PRONE TO CRACKING AND AS REQUIRED BY
MANUFACTURES INSTALLATION RECOMMENDATIONS.

C.  VERIFY SIZE AND LOCATIONS OF ALL MECHANICAL OPENINGS.  GENERAL
CONTRACTOR TO PAINT AND SEAL LOUVER PERIMETER, TYPICAL.

D.  GENERAL CONTRACTOR TO PROVIDE CONCRETE EQUIPMENT PADS/CURBS
AS REQUIRED FOR MECHANICAL/ELECTRICAL EQUIPMENT.  VERIFY
SIZE/PROFILE/LOCATION WITH PLUMBING/MECHANICAL/ELECTRICAL.

E.  GENERAL CONTRACTOR TO PROVIDE WOOD BLOCKING BETWEEN METAL
STUDS AS REQUIRED FOR CASEWORK/HANDRAIL/TOILET ACCESSORIES ETC.
MOUNTING. COORDINATE WITH OWNER'S FINISHES, FIXTURES AND
EQUIPMENT MOUNTING REQUIREMENTS.

F.  SEE FOODSERVICE DRAWINGS FOR CAFE AND KITCHEN EQUIPMENT,
COUNTER HEIGHTS, AND LAYOUTS.

G. SEE FOOD SERVICE DRAWINGS FOR KITCHEN AND BAR EQUIPMENT
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AWNING BELOW

OVERFLOW SCUPPER
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RELOCATED STAIR, SEE 7TH FLOOR PLAN

DOWNSPOUT TO END ON UNDERSIDE OF PAVERS

ROOF CANOPY

FOODSERVICE EQUIPMENT - SEE FOODSERVICE DRAWINGS,
COORDINATE WITH HVAC
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FIELD
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MATCH NEW ROOF TO EXISTING ROOF

HIGH POINT OF ROOF INSULATION
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B.  REFER TO MEP DRAWINGS FOR ADDITIONAL ROOF PENETRATIONS, ROOF
CURBS AND ROOF MOUNTED EQUIPMENT.  COORDINATE EQUIPMENT AND
CURBS WITH ROOF DRAINAGE AND PROVIDE INSULATION SADDLES AS
REQUIRED FOR DRAINAGE.
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